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Ideal Machine For

Fluid Bed Processor

Compact, Cost-Saving  
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High-End Punch

Drying CoolingAgglomerating Moisturizing
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Strong. Light. Efficient.
The compact, circular design of Kason’s VIBRO-BED delivers 
greater consistency while reducing energy and maintenance costs 
compared to traditional rectangular fluid bed processors. 

Its inherently stronger, lighter construction allows for faster manufacturing and 
seamless finishing to the highest sanitary standards.

VIBRO-BED

KASON VIBRO-BED PROCESSOR MATRIX

Kason VIBRO-BED Processor Diameter

Our smallest bed diameter                                       Our largest bed diameter

Nominal Bed Diameter 24 in.  
(61 cm)

30 in.  
(76.2 cm)

40 in.  
(101.6 cm)

48 in.  
(121.9 cm)

60 in  
(152.4 cm)

72 in.  
(182.9 cm)

84 in  
(213.4 cm)

Single Deck Y Y Y Y Y Y Y

Electric Y Y Y Y Y Y Y

Natural Gas Y Y Y Y Y Y Y

Steam Y Y Y Y Y Y Y

Cooling Coil Y Y Y Y Y Y Y
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CE Y Y Y Y Y Y Y

CSA Y Y Y Y Y Y Y

UL Y Y Y Y Y Y Y
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EZ Airlift N Y Y Y Y Y Y

Clean-in Place Y Y Y Y Y Y Y

Quick Clean Y Y Y Y Y Y Y

Sanitary Y Y Y Y Y Y Y

Agglomerator Option Y Y Y Y Y Y Y

Dust Collector Y Y Y Y Y Y Y

Cyclone** Y Y Y Y Y Y Y

8” Rotary Airlock Y Y Y Y Y Y Y

Slidegate Y Y Y Y Y Y Y

Manual Plough Gate Y Y Y Y Y Y Y

Pneumatic Plough Gate Y Y Y Y Y Y Y

Weir Y Y Y Y Y Y Y

Casters Y Y Y Y N N N

Control Panel Y Y Y Y Y Y Y

Expected Throughput  
Ranges lbs. (kg)/hr***

Up to 250 lbs.  
(113.4 kg)/hr

Up to 500 lbs.  
(227 kg)/hr

Up to 800 lbs.  
(362.9 kg)

1,300 lbs.  
(589.7 kg)/hr

1,800 lbs.  
(816.5 kg)/hr

Up to 2,500 lbs.  
(1,134 kg)/hr

4,000 lbs. (1814.4 
kg)/hr

Nominal Air Flow Rates 
(SCFM) ft3 and m3 / 
minute

500-1,000 ft3 (14.2-
28.3 m3)/minute

500-1,600 ft3 (14.2-
45.3 m3)/minute

1,700-2,500 ft3 
(48.1-70.8 m3)/

minute

1,700-4,000 ft3 
(48.1-113.3 m3)/

minute

3,300-6,000 ft3 (85-
169.9 m3)/minute

4,000-9,000 ft3 
(113.3-254.9 m3)/

minute

4,800-12,000 ft3 
(135.9-339.8 m3)/

minute


