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The Marion Lump Breaker helps break down products prone to agglomeration and 
clumping by grinding solids down for further processing. Its compact, low-power  
and easy-to-clean design ensures inexpensive operation and little downtime  
between product changes.

Sanitary, Easy-Clean Design 
with Easily Removable 

Replaceable Parts

Consistent Particle  
Size for Product  

Uniformity

Easy Integration into  
Existing Production  

Lines

Reduce particle size without 
causing dust and fines.

	 Breaking

	 Grinding

	 De-Agglomeration

	 De-Clumping

	 Reducing

	 Sizing

Scan For More  
Information

LUMP BREAKERS

Ideal Machine For



akonasolutions.com                  sales@akonasolutions.com

Efficient. Consistent. Dependable.
Prepare your products for the next processing step with Marion’s Lump Breaker. This 
versatile machine breaks down, grinds and reduces clumping or agglomeration in a range of 
applications, both before and after mixing in any production system. With its customizable 
and sanitary design, the Lump Breaker saves on maintenance costs and time while ensuring 
an extended lifespan.

	 Low power consumption

	 Customizable hatches, loading hoppers and floor 
stands

	 Available to meet food, pharmaceutical, and 
industrial safety and sanitary standards

	 Long life with easily replaceable parts

	 Multiple mesh sizes available

	 No special tools required for maintenance
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LUMP BREAKERS

Model 
Number

Screen 
Diameter

Inlet Width 
(A)

Inlet Width 
(B)

Outlet 
Width (C)

Outlet 
Width (D)

Largest 
Flange 

Width (E)

Largest 
Flange Width 

(F)

Overall 
Height (G)

HP
*Maximum Throughput 

(ft3/min)

LB-250
10 in.  

(25.4 cm)
10 in.  

(25.4 cm)
18 in.  

(45.7 cm) 
16 in.  

(40.6 cm) 
18 in.  

(45.7 cm) 
20 in.  

(50.8 cm)
22 in.  

(55.9 cm) 
16.5 in. 

(41.9 cm) 
5 4 ft3 (.11 m3)/minute 

LB-350
14 in.  

(35.6 cm)
14 in.  

(35.6 cm)
18 in.  

(45.7 cm)
20 in.  

(50.8 cm)
18 in.  

(45.7 cm) 
24 in.  

(61.0 cm)
22 in.  

(55.9 cm) 
20.5 in. 

(52.1 cm)
10 6 ft3 (.17 m3)/minute

LB-450
18 in.  

(45.7 cm)
18 in.  

(45.7 cm)
22 in.  

(55.9 cm)
26 in.  

(66.0 cm)
22 in.  

(55.9 cm) 
30 in.  

(76.2 cm) 
26 in.  

(66.0 cm)
24.5 in. 

(62.2 cm) 
15 10 ft3 (.28 m3)/minute

LB-550
22 in.  

(55.9 cm)
22 in.  

(55.9 cm)
22 in.  

(55.9 cm)
30 in.  

(76.2 cm)
22 in.  

(55.9 cm) 
34 in.  

(86.4 cm)
26 in.  

(66.0 cm)
28.5 in. 

(72.4 cm)
20 12 ft3 (.34 m3)/minute

*Actual throughput will depend on material properties and screen mesh size


